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Drainwall Rigid Moisture Barrier Water Vapor Transmission Test Report

Standard ASTM E96-15 Test Name RICHTECH

Specimen Name DRAINWALL Specimen Batch 20240120033701

Lab Temperature 23(°C) Lab Humidity 50(%RH)

Start Date 1/20/2024 Start Time 3:38 AM

Specimen Thickness 0.1250(mm) Humidity 32.95(cm2)

Air Velocity 0.5(m/s) Mode Auto Mode

Weighing Interval 2.30(h) Test Type Water Vapor Transmission Test

Method Desiccant Method Sealing Material Fluoro rubber O-ring

Moisture Side Side A

WVP 7.240e-2 (perm) WVP 4.141e+0 (ng/(m2.s.Pa))

Water Vapor Permeability 5.176e-4 (ng/(m.s.Pa))

WVP 3.597e-2 (perm) WVP 2.058e+0 (ng/(m2.s.Pa))

Water Vapor Permeability 2.572e-4 (ng/(m.s.Pa))

Class I Vapor 
Retarder

(0.1 perm or less)

Test Parameters

Test Results
Cup #1

Cup #3

Test Summary
Cup #1:	 0.07 perm
Cup #3:	 0.03 perm

Drainwall is a non-permeable panel that is permanently fastened to the foundation wall to 
stop water from entering the basement.

Drainwall
High performance waterproofing panel
1/8” raised bubbles on the back allow condensation from the wall 
to be channeled down into the subfloor drainage system
Extends the cove diverter’s functionality all the way up the wall

Item # Description
SH384H2 48” x 96” x 0.12”


